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1.0 INTRODUCTION

1.1 Scope

This procedure defines the step required to document the calibration of some
Category V equipment used by the Vibrations, Acoustics, and Shock Team.

1.2 Purpose

This document defines calibration procedures as required by MPG 8730.5.

1.3 Applicability

This procedure applies to the Datatape 3700J tape recorder.

2.0 DOCUMENTS

2.1 Applicable Documents

ED27-OWI-M&V-002 Quality Records Control

2.2 Reference Documents

MPG 8730.5 Control of Inspection, Measuring, and Test Equipment

3.0 DEFINITIONS

NONE

4.0 INSTRUCTIONS

During the Preventative Maintenance (PM) of the 3700J recorder, the PM
personnel will complete appendix A of this document.  Following the PM, the test
engineer will review the completed appendix A for out-of-tolerance conditions found
and corrected during the PM.  The engineer will determine the severity of the condition
and complete a disposition report as required per ED27-OWI-M&V-002, Quality
Records Control.  The engineer will then file the completed copy of appendix A as the
calibration record per ED27-OWI-M&V-002.

5.0 QUALITY RECORDS
Disposition Report controlled per ED27-OWI-M&V-002.
Calibration Record controlled per ED27-OWI-M&V-002.
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APPENDIX A

DATATAPE 3700J Tape Recorder Calibration

ECN: _________________

Channel S/N(optional) Input - Full Scale Output - Full Scale
1
2
3
4
5
6
7
8
9

10
11
12
13
14

Out-of-Tolerance Conditions: _____________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________
_____________________________________________________________________

PM documented by: ___________________________________  Date: ___________


